
 

 

 

 

MCC 2305 

SYNTHETIC HEAT RESISTANT ALUMINIUM PAINT 
� PRODUCT DESCRIPTION  

MCC – 2305 is a two-pack air drying synthetic heat resistant paint forming a tough coating 
which provides  an excellent resistance to heat and transformer oil and excellent adhesion to 
the treated and primed metal surface. After complete air drying it gives a tough film which 
provides a long term protection against mild atmospheric conditions.  

� RECOMMENDED USAGE 

MCC – 2305 is used as heat resistant paint for machine components and transformers and 
also for equipments exposed to high temperature upto to 250oC. It is recommended for the 
M.S. structures erected for Power transmission. It can also be used for decorative purpose.  
It is better to apply on an Epoxy Zinc Phosphate Primer coated surface.  

� DIRECTIONS FOR USE 

The metallic substrate has to be cleaned as usual to make it free from oil, grease or any   sort 
of contamination. This paint is to be applied after primer coat. However if the substrate is 
strong enough primer coat can be avoided at the time of application. 

� TECHNICAL SPECIFICATION 

 

1.   COLOUR Aluminium/ silver  

2.   FINISH Semi Glossy 

3.   VOLUME SOLIDS 35 +  3% 

4.   MIXING RATIO  85 Parts of Clear Base to 15 Parts Al Paste (By weight) 

5.   THINNER Synthetic thinner  

6.   APPLICATION METHOD Brush or Conventional /Airless spraying  

7.   DRYING TIME at 30oC Surface dry:    20 – 30 mins 
Tack free     :   2 - 3 hrs. 
Hard dry      :   Over night  

8.  RECOMMENDED DFT 40  - 50 Microns 

9. THEORETICAL COVERAGE 9 – 10 m2 per ltr at 35 microns DFT 

10. RECOATABILITY 16 - 18 Hrs 

11. STOVING SCHEDULE 120 degrees for 30 minutes 

12. ADHESION  Passes 2mm X 2mm cross cut 

13. SHELF LIFE One year in separately sealed drums 

14. PACKING  20 Ltr Dual Pack 

15. CLEAN UP It is good working practice to periodically flush out spray 
equipment during the course of the working day.  Frequency 
of cleaning will depend upon amount sprayed, temperature 
and elapsed time, including any delays.  

16.  SAFETY PRECAUTIONS This product is intended for use only by professional 
applicator. Use of personal protective equipment and 
adequate ventilation is recommended during application. 

 
 

 


